
 

    The method of use is simple:

    Place the foil with wad on top of the bottle and screw the cap tight.

    Place the sealer's portable sealing unit on top of the tightened cap.

    Press the red switch on top of the sealer unit for a few seconds.

    The foil inside is heated and sealed on to the plastic bottle 

    by electromagnetic induction

    Sealing is over – take off the unit.

    Repeat for the next bottle.

    Features:

    Employs the principle of electro magnetic induction. 

    Simple in operation, air cooled.

    Convenient torch unit.

    Ideal for small production.

    Economically priced .

    A Semi automatic machine with conveyor is 

    also available for continuous bulk production.

Factory

1/11, Venkataswamy Naidu Industrial Estate, Bharathi Colony, Peelamedu, Coimbatore - 641 004. Tamil Nadu, India. 

Ph: 0422 - 2563450  /  2563480  /  2563191    Mob: 99525 66600  /  98422 56525

Showroom & Demo Center

2 & 3, Rajagopal Layout, Avarampalayam Road, 

Peelamedu, Coimbatore - 641 004. Tamil Nadu, India.  

Ph: 0422 - 2563470    Mob: 7397395652 

City Showroom

194- A, Ranga Konar Street, Kattoor, 

Coimbatore - 641 009. Tamil Nadu, india.  

Ph: 0422 - 2233257    Mob: 94439 36151  

Induction Sealing Machine - 
Hand Operated
The Induction Sealer is a simple machine to heat seal foils 

on top of plastic bottles.
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